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PRODUCT DESCRIPTION:

Day-Chem Cure & Seal 30% is an acrylic copoly-
mer cure, seal and dustproofing compound in an
aromatic solvent containing 30% solids. The higher
acrylic solids content will form an excellent sur-
face coating with a high gloss finish and will provide
an outstanding cure performance.

PURPOSE:

Day-Chem Cure & Seal 30% (J-23) provides a
combination curing, sealing and dustproofing for
freshly finished interior or exterior concrete sur-
faces. It meets ASTM C-309 specifications as an
outstanding curing compound and is an excellent
dustproofer and surface sealer. J-23 will resist
many chemicals, help protect against staining and
allows easy removal of mortar droppings.

J-23 is compatible with Dayton Superior Safe Seal
Heavy Duty (J-24 H.D.) Sealer.

ADVANTAGES:

· High Solids
· Cures (Meets ASTM C-309)
· Seals and Protects Concrete.Dustproofs
· Forms a Clear Film

· Five Year Warranty (Contact Dayton
Superior for deatils)

MEETS SPECIFICATIONS:

ASTM C-156 (Method of testing water retention
for ASTM C-309)

ASTM C-309, Type 1, Classes A & B
AASHTO M-148, Type 1, Classes A & B
USDA Approved for Incidental Food Contact

f'

DAY-CHEMCURE& SEALTM
30% (J-23)

Acrylic Cure, Seal & Dustproofer Heavy Duty Formulation

Note: Federal Specification TTC-800A has been
cancelled and officially replaced by ASTM C-309.
Day-Chem Cure & Seal 30% (J-23) meets the ob-
solete specification TIC-800A.

APPLICATION INSTRUCTIONS:
Fresh Concrete:

Apply J-23 immediatelv after all surface water has
disappeared and the surface cannot be marred.
Application of J-23 too early or too late can affect
the overall curing performance. Use low pressure
spray, roller or brush. Do not thin. Apply uniformly
without puddles. For removal of J-23, use Dayton
Superior Citrus Peel (J-48).

Old Concrete:
Clean and restore surface as required. Apply two
uniform applications as above.

Note: On old concrete Dayton Superior recom-
mends a more breathable sealer such as: Safe
Seal Heavy Duty (J-24 H.D.) or Day-Chem Tuf
Seal (J-35).

APPROXIMATE COVERAGE:

Square Feet Square Meters
per Gallon per Liter

Curing 200-400 4.9-9.8
Sealing 200-400 4.9-9.8
Second Coat 400-600 9.8-14.7
Texture and absorption of surface will influence
final coverage rates.

DRYING TIME:

Approx. 2 hrs. at 700F (210C)for recoatingor light
traffic. Wait 12 hrs. for heavy traffic.
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